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MEMO, 


This handbook is correct up to November, 1880. Any alterations which my 
be suggested should be forwarded to Assistant to D. of A., Woolwich. 


D-pr, 0 Muzzle-loading Guns of 6-cwt. & 8-cwt. 
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DESCRIPTION. 
GUN. 
(Plates I and II.) 
| | 6-cwt. Gun. .S-ewti Gun, 
714 fexterior ہے‎ ,.., Wrought iron . Wrought iron. 
Material, { tube ` — Steel. * .... —- Steel. 
Length, P= a woe di INCHES. <a 4.4. 68:5 inches. 
eng total we s» 745 inches ... — ... 72 inches. 
, Weight, nominal 6 cwt. . “ss .. 8 cwt. 
Preponderance 10 Ib. eS” uns D LU 
calibre si ..4 8 inches ۳ . .9 inches. 
B length - 66 inches  ... 63:5 inches. 
SSR) capaeity of unrifled 24:86 cubic inches... 24°86 cubic inches. 
portion of bore 
f System مت عم‎ Woolwich ہوم‎ .» Woolwich, - 
; twist - .. Uniform, 1 in 30 cals. Uniform,lin 30 cals. 
Rifling, 4 length 62:3 inches .... .. 59۰8 inches, ` 
: NO: $ vere — s: 
grooves idein L. Ollinch  .. sa 01 Aneh, 
| width... 0'8 inch kar O'Binch. 
` Vent, hardened copper .. 0'6 inch from end of 0'6 inch from end 
| : bore ., — of bore. | 
SIGHTS. 
The guns are sighted centrally, and provided with tho following 


sights:— 
6-cwt. Gun:—Two tangent scales, graduated in degrees, yards, 
. and lengths of fuze; one reading from 0° to 5°, the other from 0° to 


12". ۱ 
'  8-ewt. Gun:— Two tangent scales, graduated in degrees, yards, 
-and lengths of fuze, one reading from 0° to 6° and the other;to 12". 

The tangent scale is set at an angle of 1° 30' to correct drift. It 
'haġa gun-metal sliding leaf, graduated to 30 minutes for deflection, 
'in order to allow for wind or other irregularity. 
. .lforesight. A small hog-backed sight screwed into a recess in the 
'dispart patch. K 
t A clinometer i is tee for elevation above 12°, 
7 

.CARRIAGE AND LIMBER, MARK I. 


The carriage is formed of two bracket sides, connected by transoms, 
bolts, and a trail plate; an axletree bed with axletree and 0 


wheels. 


(3673) ۱ A 2 
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Each bracket side is constructed of plate iron, rivetted to th, 
outer side of an nnglo iron frame. 

. Tho trail plate is of tho samo form as in the wood field gun جوم‎ 
riages; its oyo is steeled to prevent wear. E 

Tho axletreo bed is of wrought iron, constituting with the ay), 
"و‎ of box girder section. It is connected to tho brackets by 
stavs. 

Tho wheels aro of the 2nd class, with metal nave. 

The elevating screw is of the Whitworth pattern, and is worke 
by a handwheel on the right. 

Tho axletreo boxes aro fitted with guard-irons and sliding foy 
rests, in order that they may sorvo as seats. Each carries two round, 
of caso shot, or two shells and small stores. A leather guardi - 
fitted to tho lid of tho near box to protect the gunners’ overalls from 
contact, with the sponge hend. 

Tho limber is formed on tho same plan as the wood limber, by 
has the fatchells and splinter bar of iron. | 

To support the ammunition boxes, four knees of T-iron an 
secured to the back of tho bed. 

Tho limber hook is steeled to prevent wear, and has a steel key, 

Tho axletree is the “ light field" axle (2nd class), and the wheels 
nro tho same ns those for tlie gun carriage. 

The shafts aro “near” and “off,” tho latter known as the 
“ Brandling ” pattorn, and tho limber is fitted for singlo, double, treble 
and bullock draught. | 

Tho limber boxes are ' near,” “off,” and “centre;” tho “near” 
and “ off," carry each 18 projectiles in trays, and as many cartridges 
in a canvas cartouche. 

Four extra projectiles can bo carried under tho trays, and as many 
moro cartridges in tho cartouche when necessary. In this case, 
however, the cylinder for bits and hookborer will have to be re. 
moved from tho lids of tho off limber boxes, and carried wher 


convenient. 


CARRIAGE AND LIMBER, MARK II. 
(Plates III and IV.) 


Tho carriage differs from Mark I carriage, in having the plate of 
each bracket placed on tho inner instead of the outer side of the 
framo; and in tho trail piece, which lies betweon tho brackets instead 
of overlapping them. 

The wheels and elevating screw aro tho samo as in Mark I car. 
riage; the axletree boxes are similar, but not interchangeable with 
those of Mark I. 

The limber differs from Mark I in having an iron (box girder) 
axletree bed instead of wood, and in the form of the limber hook, 
which is made to stand out from the bed, and so obviates the necessity 
of a block between them. 

The wheels and boxes aro the samo as in Mark I limber. 


Height, centre of gun... 


M ark I. Mark II. 
3 6” 3 0 


. with wheels 5 , Te 
سس یت‎ j without wheels  ,.. r. 0 1 3 " 
Length of axletree .... ۳۹ کی‎ ae & 43“ i B " 
carriage & limber { Without gun 21" 03” برو‎ gh 
2n with gun... 22' 44" 99' gi 
Minimum space through which carriage can ۱ 
` turn... n - ai ۹ i AE g 32 0” 
Angle of DU سم یی ہی‎ " os BE 929 
: ; with screw ... A 214° 22° 
Elevation, maximum وہہ 5679۷۰ سط عو‎ 3 ed 
Depression, ag initia ME سی بے‎ 4° 64° 
trac m 9 کے‎ on 5 او‎ b^ 9" 
Wheels, diameter ... - وت‎ ۳۷۹ "o 5! zi 
carriage, empty, with wheels, cwts. qrs. Ib, cwts, qr. Ib, 
drag shoe, and elevating 
Screw — — ww i 4 B 11 3 8 
Weight of 4limber, empty, with boxes, 
shafts, and wheels .. 11 1 19 11 110 
wheels .... cii — a 4 3 9 4 2.0 
elevating screw.... - ue wd OH 0 011 


AMMUNITION WAGON, MARK I. 


The frame of the wagon consists of a perch of girder iron, with 
 steeled eye, and two sides of angle iron, connected together by iron 
plates, over whieh the boards aro secured, namely, two footboards 
and three platform. The axletree, which is the “light field” axle, 
is secured in a bed of wood bolted beneath the perch and sides. 

The wheels of the wagon are the same as for the gun carriage. 

The wagon is fitted with a sabicu block, with arm, for carrying 
a spare wheel], and has also fittings for carrying a drag shoe and 
stores. 

The ammunition boxes (four) stand between the platform boards, 
secured by nib irons and straps; two are the same as the “ near” 
gun limber box, and two the same as the “ off,” except lib fittings. 
Beneath the wagon are two under boxes. | 

The wagon limber is identical with the gun limber. 


AMMUNITION WAGON, MARK It, 
(Plate V.) 


This wagon differs from Mark Tin having au iron axletree bed, 
similar to that of the gun carriage, instead of a wooden onc; in the 
perch being formed of channel iron in two parts, with strengthening 
plates, instead of solid girder iron, and in the block for the spare 
wheel being of iron instead of wood. The perch resembles the 
trail of gun carriage in its general form, and is rivetted to the axle- 
tree bed. The-wheels, ammunition boxes, &c., are the same as in 
Mark I wagon. | 

The wagon limber is identical with the gun limber. 


| Mark I. Mark 11. 

Length of wagon and limber 90 Sk' 20 7r 
Minimum space through whic! 

gh which wagon I و‎ 

can turn 7 اد‎ "n . 9 8l 29' 6" 

cwts.qrs.lb. ewta. qrs. lb, 


Weight of wagon and limber, empty... 25 319 25 099 





PROJECTILES. 
( Plate VI.) 
Weight, 
lb. or, 
Common... f empty  ... 7 APT wa B ð 
Mark V. رق‎ with 7۰5 oz. bursting charge .., 9 |` 
Shells, *Shranno] f'filed with 63 mixed metal bullets, 
Mark VIII 28 at 18 per lb, and 85 at 34 ic 19 
lb., and 12 drams bursting charge _ 
Shot fCase, Mark IV., filled with 110 mixed metal bullets, 910 
mo at 165 per 1b., clay and sand m ۳ b 10 


INSTRUCTIONS FOR THE PREPARATION OF SHELLS 
AND THE EXAMINATION OF FILLED SHELLS. 


(See Regulations for Magazines, $c., 1887.) 


FILLING AND SECURING SHELLS. 
Shells, I. M.L., Common. 


Remove the plug from the fuze-hole, insert the leather funnel; 
and pour in the bursting charge; tho shell should be tapped with a 
mallet or a piece of wood to ensure its being completely filled, just 
leaving room for the fuze if it is to be fuzed with a time fuze, this 
can be ascertained by inserting a piece of wood the same size as 
the fuze; after filling the shell carefully wipe every portion of 
powder from the fuze-hole, insert the wad, fuze-hole, G.S., with the 
side on which the shalloon is cemented downwards, t.e., next the 
powder; drive it in with the “ Drift, G.S.," as far as the shoulder 
on the drift will allow, and then screw in the fuze or plug as may be 
required, | | 


— K OR Ce Cor LN NM —— ی‎ a Ü, ——— س‎ 


* Shrapnel shell can bo utilised as cuse shot, for distances up to 100 yards, by 
loading the reverse way, and firing them without fuze or plug. 

+ The shot, when placed in axletree. boxes, should bo ART 
prevent their being damaged in travelling. "sd 


= . 
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Shells, I. M.L., Shrapnel. 


Remove the plug from tho fuze-hole, and after seeing that the 
fuze-hole is clear of any dirt, &c., insert the leather funnel and pour 
in the bursting charge. This must be done gradually, for if the 
whole of the powder is put in at once the tube will probably become 
choked. Shake the shell from side to side on its base, until the 
whole of the bursting charge has passed down the tube, taking care 
that none of the powder is left at the bottom of the socket. Drop 
in the * Primer Shrapnel shell," and, by means of the driver screw 
Shrapnel large III, screw it tightly into the tube, and then screw 


in the fuze or plug as may be required. 


TIxING PLUGS AND 78۰ 


When plugs or metal fuzes are screwed into shells they will be 
lubricated with Field's grease No. 3, if for hume service or British 
North America; Price's composite grease will be used at all other 
stations. | | | 

DisTINGUISHING Marks. 


All shrapnel shell will be painted with a red tip 1 inch deep. 

All filled shell will have a red band, 4 inch wide, painted around 
the head, 11 inches from the top. In the case of shrapnel, this band 
will be + inch below the red tip. They will also be marked with 
the date of filling, and except (when filled by Royal Artillery), the 
monogram of station. The colour of the paint will be red on a 
black ground, or black on a red ground. | | 
— Projectiles which are to be used for practice only will be marked 
with a yellow band round the head. | | 


EXAMINATION OF FILLED SHELLS. 


° ° Whenever it may be considered necessary to examine the interior 
of filled shells, and it is found that the powder is caked from the 
effects of damp, the common shells, will be emptied, cleaned out, and 
re-filled ; the Shrapnel, will be exchanged. | 


E E Shells, Common, filled with Loose Powder. 


` Remove the fuze-hole plug, pass the “hook G.S. wads” through 
the hole in the centre of the wad, and draw the wad out of the 
fuze-hole: if the powder charge is in a serviceable condition, 
Insert a new papier-máché wad, and replug the shell as directed in 
instructions for filling. If the powder charge is found to be caked 
from the effects of damp, empty the shell and clean it out. If the 
powder is so caked that it will not run out of the shell, or if any 
powder remains adhering to the interior of the shell, fill the shell 
with boiling water and allow it to stand for about five minutes, then 
pour oüt the water and fill up again with boiling water. After stand- 
ing for 15 minutes more, the shell may be emptied, using the copper 
scrapper for shells to facilitate the removal of the wetted powder. 
The scraper must not be applied until after 15 minutes have elapsed: 
after the second quantity of boiling water has been poured in. When 
the shell is perfectly dry, refill with serviceable powder. 


' 
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Shells, Shrapnel. f 

Remove tho fuze-holo plug, unscrew the primer with the “ driver 
screw Shrapnel largo Mark LIL,” and lift out the primer with th, 
4 pincers Shrapnel primers"; turn tho shell nose downwards, and if the 
powder charge flows out and is serviceable, refill and replace primer 
and plug; theshell should be well shaken if the powder does not come 
out quite freely, as a portion of the powder may possibly be jammeġ 
in the tube; if the powder cannot be extracted as above, being caked 
from the effects of damp, &c., the primer and plug will be replaced 
and steps taken for the exchange of the shell. j 


FUZES. 
(Plates VII and VIII.) 


Percussion R.L. No. 7. (Marks II, 11* and III.) 
Time, Wood M.L., 15-secs., No. 41. (Mark IL) 


DESCRIPTION or Fuzes. 
Percussion R.L. No. 7. (Marks II, II* and JIL) 


The body is of gun-metal; both body and top are cast in ons 
piece, and the bottom is screwed in. A e hole in the head fitg 
the key by which it is screwed into tho shell. This fuze fits G.S, 

+ 

The safety-pin (of double twisted wire) passes through the head 
of the fuze, and is kept in its place by the two ends being opened 
out slightly, so as to bind themselves in a conical cup, as shown in the 
Plate. A thin disc of brass is then fitted over the ends, and soldered 
to keep the fuze water-tight. Tho head of tho safety-pin is fitted 
with a loop of string, by which itis withdrawn. The pin is not to 
be withdrawn until the shell is placed in the gun. 

When tho safety-pin is withdrawn, the hole through which it 
passed, if left open, would probably admit of the passage of the flash 
from tho discharge of the gun into tho interior of the fuze, and soa 
premature burst would take place. 'lo guard against this, a small 
lead pellet slides freely in a recess cut in the head and closed bra 
thin brass disc soldered on flush with the top of the fuze. When 
tho shell is rammed home, the pellet sets back, and so closes the 
safety-pin hole. | 

The percussion arrangement consists of a steel needle, fixed point 
down in the contre of the top on tho inside, and a lead pellet con- 
taining in its head a cap of detonating composition. The pellet is 
kept in position by a gun-metal guard, which rests on two feathers 
on the outside of the pellet. On the shock of discharge, the guard 
sets back, shearing oif tho feathers, and on graze or impact, the 
guard and pellet fly forward together, bringing the cap in contaci 
with the needle, and thereby firing the fuze. 

Mark 111 fuze, which will supersede Mark II, has a shield of 
copper placed over the top of the lead pellet to prevent the brass 
safety-pin from indenting the soft metal of the pellet, and thereby 
allowing the detonator to approach too close to the needle. 

Mark II* are Mark II fuzes altered to Mark III pattern. 
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Fuse, Time, Wood, 15 secs., M.L. No. 41. (Mark IL) 


Is made of beech wood, with a composition channel bored almost 
the whole length of the centre of the fuze. This channel is lined 
with paper, and driven with 2 inches of slow-burning composition. 
Above this is an 0'6-inch pellet of mealed powder, having a hole 
bored down its centre to a depth of 0'4 inch. There are six powder 
channels bored parallel to the composition channel, connected at the 
bottom by a quick-match placed in an annular groove and pressed 
into the bottom of each channel. "The last hole is bored through and 
threaded with quick-match. The numbers on the paper scale are 
reversed, so that they read correctly when the fuze is being bored. 
Each side hole is marked on the index paper with a dot of yellow 
paint. The head of the fuze is closed by à gun-metal plug, round the 
pin of which quick-match is looped and led through two fire-holes to 
a groove. This groove is covered by a copper and tape band which 
must be removed before firing. 


PREPARING ۰ 
Fuzes, Time, Wood, 15 secs., M.L. 


These fuzes aro prepared for any desired time of flight by boring 
through the side-hole corresponding to the required time into the 
composition. 

When using the hook-borer place the fuze in the hook of the hook- 
borer in the proper position for boring the required hole-:*--enter the 
bit into the side-hole, serewing up until the bit has entered as faias 
the borer will allow, taking care to press the fuzo with the fingers 80 N 
as to ensure its bedding fairly in the hook. i یں‎ ty, "hu پا‎ 

Unscrew, and when the bit is quite clear, remove the fuze from the ^ 

hook. The length of the bit is so regulated that, when placed inthe , j 
handle, it will enter sufficiently far into the composition when screwed- 9) 
down to the shoulder. If the bit should become unserviceable.the . 
handle must be detached from the shank and the tightening 83867۴ 
unscrewed, the square hole in the hook being made for that purpose. 
Care must be taken when substituting another bit that it is properly 
placed in the handle, and that the tightening screw firmly presses 
upon it, for if any space be left between the handle and the head of 
the bit the end will.not enter a sufficient depth into the composition. 
The borer should be occasionally examined and cleaned. The opera- 
tion of preparing the fuze and fixing it in the shell takes, on an 
average, about 15 seconds; with a little practice these operations may 
be performed in a shorter time. 


Fuzes, Percussion, R.L. 


These fuzes require no preparation except the removal of the 
safetv-pin; they are screwed firmly into the fuze-hole by means of the 
“ Key, plug, G.S.,” or “ Key fuze universal." 

The safety-pin must not be removed until the shell is placed in the 
muzzle of the gun. 





* The hook is conical to fit the fuze. 
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Fixing Fuzes, 
Fuses, Time, Wood, M.L. 


_ v. e by screwing tho fuze و0‎ by 
: Tiy in the fuze-hole; the fuze must not bo un. 
d s duin is placed in the muzzlo of tho gun. 'The a 
which is Has vy taking hold of the small end of tho copper band 

۱ elt exposed, and unwinding from left to right smartly, so as 


to thoroughly detach the band ۱ 
the man (ally s na from the head of the fuze, and to leave 


The fnzes are fixe 
hand until it is held 


Wad, fuze-hole, G.S. 


When fixing fuzes in shells having n wad in tho fuzo-hole, it is not 
necessary to remove tho wad, ns tho explosion of tho fuze is sufficient 
to force it into the shell if using percussion fuzes; and if using wood 
ہیں‎ fuzes, tho wad is driven into tho shell in the operation of fixing 
the tuze. 


Exrnacrixa Woop Fvzes. 


j Apply the fuze-extractor to the head of the fuze and unscrew. ` 


CHARGES. 


Service, silk cloth or sergo ... ... 131b. R.L.GS powder, 
Exercise, silk cloth .., 7 "T .. LIb. Blank R.L.G. or 
L.G. powder. 


DIRECTIONS FOR MAKING UP CARTRIDGES.* 
(See Regulations for Magazines, §'c., 1887.) 


Filling. ANS 


Care will bo taken to seo that tho empty cartridges are thoroughly 
dry before being filled, and tho proper charge will be carefully 
weighed out nnd inserted in tho bag by means of the “ Funnel, 
cartridge.” Cartridges will be choked by drawing together the mouth 
of tho cartridgo into soveral plaits with a nickel silver needle, threaded 
with three strands of worsted for sergo cartridges, or with silk twist, 
doubled, for silk cloth cartridges; after drawing together the mouth 
of the cartridge, threo turns will bo taken round the plaits, and the 
choke thus formed will be further secured by passing the needle three 
times. through it, alternately above and ‘below the turns, thereby 
stitching down the turns round the choke at two points equidistant 
from each other. | 





` * Cartridges are supplied filled for field guns (vide Equi deri a epus 
1881, 82 49)" pr | guns ( " quipment Regulations, 
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Hooping. 


The cartridges will be made up to their proper lengths and 
diameters by means of hoops, which should be drawn tight so as to 
make a firm cartridge, as follows :— 

Draw the braid through the serge or silk cloth until the knot of 
the loop comes home to the serge or silk cloth, the single end being 
already passed through the loop from underneath, pass the single end 
to one side of and under the loop, then draw the hoop tight, and keep 
it so by placing the forefinger of the left hand firmly on the loop; 
bring the running end between itself and the loop, and draw tight 
the single bend thus formed, taking care that the bend bites om the 
loop and not on the single end, otherwise the knot will slip. The main- 
tenance of the proper form of the cartridge depends on the hooping 
being thus secured. | | i 

` After choking and hooping the ends of the choke are cut off to a 
convenient length (not to exceed half the diameter of the cartridge). 


Finished Cartridges. 


All cartridges will be very carefully examined and gauged as to 
length and diameter previous to packing. ہی‎ | 


` Tube. 


‘Tube friction copper short. 
Tube friction copper solid drawn. 
The present store of the former pattern will be first used up. 


hun 
Ið 


RANGE TABLE. 


M.V., 1330 f.s. Jump, Y. 
Charge, 11 lb, R.L.G.? Projectile, Common Shell. 
Based on practice of 5.7.88 and 6.2.89. 


SS ne s a 


5 minutes’ elevation | 60 per cent. of rounds 
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DRILL. 


The detachment consists of nine numbers, and falls in two deep 
(one pace between ranks), in rear of the gua which is limbered up.* 


To Tell Off. 
Officer. | No. 1. 


, 








Tell Of. | 


: At “Tell off," No. 1 (who is on the right of the detachment takes 
a pace to his front, turns to his left, and numbers himself 1; the right- 
hand man of the rear rank numbers 2; the right-hand man of tho 
front rank 3; the second man from the right of the rear rank 4; tho 
man in his front 5, and so on. After the detachment is told off, No. 
1 falls in again on the right of the front rank. 

No. 5 then straps on the fuze and tube pocket. 
The front is that direction in which the gun is pointed when 
unlimbered, or to which, when limbered up, the horses' heads aro 
turned. 


P OSITION OF DETACHMENT WHEN LIMBERED UP, 
In Order of March. 


No. l in line with the point of the near shaft and two, Fig.!. 
yards on the left of it. 

Nos. 2 and 8 in line with tho axletree of the gun carriage. 

Nos. 4 and 5 in line with the centro of tho trail. 8 Wax 

Nos. 6 and 7 in line with the axletreo of the limber. oe 

Nos. 8 and 9 in line with the splinter bar. 4 

The Nos. stand covering, one yard from the wheels. 2 


(Fig. 1.) 


ao تی‎ NSO 





In Front. 


Two deep, two yards in front of tho shafts, or leaders heads. 


In Rear. 


Two deep, two yards in rear of the muzzle of the gun. 


Right or Left. 


Two deep, in line with the gun axletree, one yard to the right or 
left of the wheel. 





š Should the detachments be marched to their guns unlimbered in the barrack 
square, they will be halted in line facing the front, and to the left rear of the trail, 
and told off, On the command from the officer, “ Take post at the gun," No. 1 will 
order “ Right turn, double march," and the men will file to their places in action. 
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Mounted. 
— (Battery of Field Artillery.) 


No. lon his horso; 2 and 3 on tho gun limber; 4 and 5 on the 
uxletreo sents*; 8 and 9 on the wagon limber; 6 and 7 in front of 
the wagon body ; 9, 4, 6, 8, on the near; 3, 5, 7, 9, on tho off side, 

When going into action, No, 6 will rido between 2 and 3 on th, 
gun limber. 


(Battery of Horse Artillery.) 


Nos. 2 and 3, on tho gun limber; 8 and 9 on the wagon limber. 2 
nnd 8 on near, 3 nnd 9 on off boxes. | 


With de + frontrank5 4 Mr 1 
ith detachments of 8 Nos. rear rank llf 6 13+ 


7 
: front rank 5 4 12% 1 
With detachments of 7 Nos. rearconk [bp 13 B | 
j 
K 


: front rank 4 12+ 
With detachmenta of 6 Nos. POR" و‎ nn 6 5 
To Mount. 
(Battery of Field Artillery.) 








Officer. No. 1. 
Prepare to Mount. | Prepare to Mount, 
Mount. Mount. | 2 


U Prepare to mount,"—No. 1 runs to his horse, tho other Nos. double 
to their places, at tho carriages. 2 and 8 lay hold of tho guard-iron 
with the left, 3 and 9 with the right hand, placing the inner foot on 
tho trail or perch handle. 4 and 6 lay hold of the guard-iron with 
tho right hand placing tho right foot on tho foot rest or spoke; 5 and 
7 Jay hold of the guard iron with tho left hand, placing the left foot 
on foot rest or spoke. When 6 has to mount on the gun limber, he 
nys hold of tho left gunrd-iron with his right hand and places his 
right foot on the spoke of the wheel in front. 

4 Mount."—Tho wholo spring into their places (tho Nos. on the 
gun and wagon limbers facing to tho rear, but turning round to the 
front, lifting their feet close together, and throwing them over the 
gunrd-irons, the Nos. on tho nxletreo seats turning outwards), and 
when seated lay hold of tho hand straps with both hands, and sit 
upright. | | 

i At the word “ March" the gunners seated on the ammunition. 
boxes and nxletreo seats, nro to lay hold of the guard-irons with their 
outward hands, and when going over rough ground they should 
slightly raiso themselves, so as to avoid being jolted. - 

“ Sit at easc."—Drop the hand-straps, and sit well back, both hands 
remaining between tho thighs. ۱ 





* In T,M.L. batteries when wagons aro present 4 and 5 may ride (when 
ordered) on the rear of the wagon body. When only 3 wagons are present, ۰ 
und 9, of the right sub-division on the right side of tho section wagon and those of 
tho left sub-division on the left side. à 

+ This mark denotes horseholders. 


lo 





To Mount. 
| | (Battery of Horse Artillery.) 
Officer. | | No. 1l. 
Propane to mount. — Prepare to mount. 
Mount. Mount. 


c At" Prepare to mount,” Nos. 1, 4, 5, 6, and 7 run to their horses’ 
heads by the front; 2 and 3 to the gun limber; 8 and 9 to tho 
wagon limber; 2 and 8 lay hold of the guard-rons with their left 
hands; 3 and 9 with their right, placing the inner foot on the trail 
or perch handle. : 75 ۱ ۱ 

. € Mount.’—The whole spring into their places; the numbers on 
the limbers facing to the rear, but immediately afterwards turning 
round to the front, by lifting their feet close together, and throwing 


them over the guard-irons. 


To Dismount, 
— (Battery of Field Artillery.) 








Officer. | No. 1. 
Prepare to dismount. | | Prepare to dismount. | 
Dismount. Dismount. 


* Prepare to dismount."—Nos. 2, 3, 8 and 9, throwing their legs 
over the guard-irons, turn to tho rear; Nos. 4 and 5 place their in- 
ward. hands on the gun and their feet in front of the foot rests; tho 
other Nos. stand up, keeping their outward hands on tho guard-irons. 
: € Dismount.”— The whole jump off and form the order of march, but 


if for action they go to their posts at the gun. P 
_. When 6 has to dismount from the gun limber he jumps off on the 
near side. | ۲ ۱ 7 


— ` To Dismount. 
(Battery of Horse Artillery.) 
0.00 Officer ` ` ُ: No.1. 








Prepare to dismount. | | Prepare to dismount. 
sou Dismount, | Dismount. - 


™ " Prepare to dismount.” —The Nos. 2, 3, 8 and 9 throwing their legs 
over the guard-irons turm to the rear. | 

* Dismount.”— The whole dismount and stand at attention. 

If for “Action,” the horseholders do not dismount, the other 
numbers take their posts at the gun, the dismounted numbers leaving 
their horses by the rear; when the detachment is in rear of the gun 

they leave their horses by the front. 
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Exercise with Drag Rope. 


Whon drag ropos are used Nos. 2 and 3 hook them to the drag 
washers on their own side, all available numbers man them on 
their own side. Tho highost No. in tho shafts. 


To Advance without Drag Ropes. 


Nos. 2 and 3, between muzzle and wheel, push at the axletree Beaty 
4 and 5 man the gun wheels, highest No. in the shafts, remaining 
Nos, assist, 


Change of Position of Detachments. 


To form the Order of March from Detachment Front. 





Officer. No. 1. 
Form the order of march. Right turn, double march, 


“ Right turn, double march."—No. 1 turns with tho detachment 
takes a side paco to his left, allows the detachment to pass him, then 
doubles to his post; 2 and 3 wheel to their right and open out, ' Each 
number halts when at his post; they turn to the front together 
looking to No. 2, who turns about immediately he arrives at his 
station. i 


To form the Order of March from Detachment Rear, 
Right, or Left. 


Oficer. No. 1. 








Form the order of March. Left turn, double march, 


— When the detachments nro in renr, or on tho right, they proceed 
direct; bnt when on tho left they countermarch to the left. No, ] 
heads tho rear rank changing his flank by the front. Each number 
halts when at his post. 


To Change from Front to Rear. 








Officer. No. 1. 
Detachment rear. Left about wheel, double march, 
Forward. 


Left about wheel, halt. 
When the detachment is two yards in rear of tho muzzle it halts, 


To Change from Rear to Front. 
Officer. No. 1. 








Detachment frout. Right incline, double march. 
Forward, 


Left incline, forward, halt. T 


۶ 
When the detachment is clear of the gun it inclines to its left; 


when in line with the position of Detachment front “Forward,” 
“ Halt," is given. 


To Change from Rear to Right or Left. 





Officer. No. 1. 
Detachment right (left). Right (or left) incline. 

Double march. 

Forward, halt. 


The detachment inclines to its front when one yard clear of the gun 
wheel, and halts when in line with the axletree. 


To form Detachment Rear from the Order of March. 








Officer. | No. 1. 
Detachment rear. Right about turn, double march, 
halt front. 





Nos. 2 and 3 close to the centre, and wheel to their left, marking 
time when opposite the off wheel and two yards from it; as soon as 
the detachment has closed up it is halted and turned to the front. 


'To form Detachment Front from the Order of March. 








Officer. No. 1. 
Detachment, front. Double march. 
Halt, front. 


No. 1 doubles out two yards in front ofthe off shaft, turns to his 
left, and gives the order “ Double march." Nos. 8 and 9, followed 
by the other Nos., double out. When 8 and 9 arrive in line with 
No. 1 they wheel to their left and mark time; when the detachment 
is closed up, No. 1 gives '' Halt, front," turning himself to the front 
at the same time. 


To Change Rounds when the Gun is Limbered up. 
The detachment being at the “order of march" in changing 


rounds— 


No. 2 becomes No. 


4 
6 
8 
l. 
9. 
7 
5 
3 
2 


eO = OO‏ یہی ون 


(8678) >B 
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To Unlimber. 








Officer. No; 1; 
Action, front. Action, front. 
» (right). و‎ (right). 
(left): „ — (eft). 
(rear) ۱ 3? (rear). 


U Action, front." —No. 3 unkeys, and with No. 2 lifts the trail; when 
the trail is clear [of the hook, No. 3 gives ** Limber, drive on.” The 
trail is carried round a half circle to the left by Nos. 2 and 3, No. 2 
shifting round the trail eye to avoid walking backwards; the wheel 
uro manned by Nos, 4 aud 5, the trail is lowered to the ground and 
the Nos. take post as detailed, 

The limber moves forward one yard and reverses to the right 
when sufficiently to the rear it reverses to the right again, and halts 
ten yards in rear of the trail-eve, covering the gun. The wagon 
reverses to the right and when sufliciently to the rear, reverses to 
the right again and halts four yards in rear of and covering the 
limber, 

“delion, right,” is tho same as “ Action, front” but the trail jg 
carried round a quarter of a circle only; the limber drives on one 
yard, then takes ground to the left and reverses to the left. The 
wagon the same as the limber. 

" Action, left.”"—The trail is taken to the right; No. 3 in this case 
shifting round the trail-eye. The limber moves forward one yard, 
then takes ground to the right and reverses to the right. 

4 Action, rear.”— The !gun is unlimbered in the same manner, but 
the trail is not thrown round; the limber moves forward one yard, 
inclines to the left, and then reverses to the right, and halts ten yards 
from the trail-eye covering the gun. The wagon inclines to the left, 
moves to the rear, and forms up four yards in rear of the limber. 

In all unlimbering except for '' Action, left '' and “ Action, rear,” No. 
2 will shift round the trail, as soon as it is unhooked, to avoid 
walking backwards. ۱ 

When thero are no horses, 6, 7, 8, and 9 attend to the limber, No. 
9 is between the shafts, 8 at the point of the near shaft, 7 at the point 
of tho off shaft, and 6 in rear of the limber. ۱ 

No. 1 is responsible for the correct dressing of his gun when it 
comes into action. 


Position and General Duties. 


No. 1 stands on tho right of the trail-eve, ships and unships the 
handspike, commands, sees that tho time fuze has been bored 
correctly by 5, lays and lifts at the handspike in running up and 
back. 

No. 2 stands facing the gun, outside and in line with the front of 
the right wheel. sponges, rams home, and mans the right wheel. — 

No. 3 stands five yards in rear of the left wheel, obtains ammun 
tion, hands time shell to No. 5. places cartridge, percussion shell ot 
caso in the bore, removes safety-pin, and mans the left wheel if 
necessary. i 
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Nos. 4 and 9 stand in line with and facing the breech outside 
the wheels. 

No. 4 supplies 2 with sponge, replaces it on the trail, attends to 
vent, traverses at the end of the handspike, and mans the right 
wheel. 

No. 5 bores time fuze, shows it to No. 1, fixes it, loads time shell, 
uncaps and removes safety-pin when in the bore, makes ready, fires, 
and mans the left wheel. 

No. 6 stands in rear of the limber, fixes percussion fuzes, loosens 
plugs of time shell, and supplies 3 with ammunition. 

Nos. 7, 8 and 9 constitute the reserve, stand (or lie down) 5 
yards in rear of the limber (or any adjacent cover). 

They replace casualties at the gun take the place of men who 
are fatigued ; and replenish the limber with ammunition from the 
wagon when required. Should the distance or nature of the 
ground between gun and limber render No. 3’s duties very arduous, 
one of the reserve numbers should, if present, assist in supplying 
ammunition. 

During the cessation of fire the gun detachments should, 
whenever considered advisable, be ordered to ''lie down." When 
required to resume their places the word “rise” should be given. 


General Duties with Reduced Nos. 
3 Nos. | SE سد‎ y * 
(^ 


No. 1 commands, attends to vent, lays, makes readyand fires;.2 
sponges, rams home and traverses; 8 bores and fixes fusês, loads tad - .. 


^ 


supplies himself with ammunition. ی‎ ia 


4 Nos. u وھ‎ ae سود‎ e T 


No. 1 commands, attends to vent, lays, makes ready and fires; 2 
sponges, rams home, and traverses; 3 bores and fires fuses, loads and 
supplies himself with ammunition from 4; 4 stands in rear of the 
limber and supplies ammunition. 


5 Nos. 


No. 1 commands and lays; 2 sponges and rams home; 3 bores 
and fixes fuzes, loads and supplies himself with ammunition from 
5; 4 attends to vent traverses, makes ready and fires; 5 stands in 
rear of the limber and supplies ammunition. 


Action. 
Officer. | | No. 1. 








Action. Action. 


The gun being unlimbered and horizontal, tampeon removed, fuze 
and tube pockets filled and buckled on, sights fixed, and several points 
to lay on selected, at the word 

“ Action.” —No. 1 ships the handspike, sees that the gun and its 
fittings are in good working order, and that the bore and vent are 
clear. 
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. No. 2 receives the sponge from 4, and remains facing the gun 
with the spongestave in his right hand, sloping at 45°, rammer head 
on the ground to the rear. | | 

No. 3 remains steady. 

No. 4 steps in, unbuckles tho sponge, and throws it overto 2, steps 
out again, and remains facing the gun. 

No. 5 takes tho lanyard out of his tube pocket, which is on his 
right side, and puts it under his belt. 

No. 6 prepares to issue ammunition. 

The instructor can at any time ascertain that each No. is at his ost 
by proving. This he does by calling out No. 1“ Prove,” No. 2 4 Prove.” 
ke. The man called upon raises his right arm and extends it smart] 
to the front, hand open, thumb upwards, as high as the should 
When the next number is called he drops his hand. The last No 
lowers his hand at the word “ Down.” ids 


On all OC Asiong before rivin a word of command No 1 h 
cde B g 5 . 18 ould 
repeat the number oi his gun. 


Loading should be performed as rapidly as is consistent with the 
proper performance of all the duties, avoiding confusion. 


The cartridge should bo kept covered until the sponge is out of the 





bore. 
Load. 
Officer. | 
| No.1. 
No.1 gun. | Shell.* | Front§ — yds. deflection. || س‎ 
Shrapnel, Fuse.f | Right§ — yds. ñ Shell.* 
Case, Left§ — yds. Š Shrapnelt Fuzet 
Blank cartridge. Case. 
Loud. | Blank cartridge. 
Load. 


* Common shell and percussion fuze always understood unless otherwise ordered. 
7 Time fuze always understood unless o.herwise ordered. 

t Here say number of graduations required, 

$ Here indicate target. 

: Here order No, of minutes deflection necessary. 


If the elevation وا‎ to be given by the clinometer, or with Scott's sight the command is “ degrees" 
instead of ** yards.” 


u Toad,"—No. 1 communicates to 6 the directions which he 
receives as to projectile, fuze, &c., and when time fuzes are used he 
sees that they have been bored correctly by 5. He adjusts the scale 
of elevation and deflection. ۱ 

No. 2 takes an oblique pace to the right with the right foot, then 
an oblique pace to the left with his left, then a side pace ot 30 inches to 
his right, at the same time bringing the sponge stave horizontal, sponge 
head towards the gun; he then enters the sponge head into the bore, 
shifts his left hand, back under, to the right, straightens right knee, 
forces the sponge up the bore until his hands meet the face of the 
piece, shifts his hands to the rammer head, and forces the sponge hard 
home, bending over the left knce. He then gives the sponge two half 
turns by first towering his wrist and then raising it, at the same time 
pressing the sponge against the bottom of the bore. He next draws 
the sponge out about half its length, at the same time straightening the 
left knee and bending over on his right; then again bending over the 
left knee, and shifting his hands to the centre of the stave, he: bends 
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outwards, withdrawing the sponge, and, with the left hand close to 
the head, turns the sponge, keeping the right hand fast, but turning 
the wrist, and throwing the sponge head upwards with tho left hand, 
with which he seizes the stave at the rammer head. When No. 3 or No. 
5 has put in the charge, uncapped the fuze, or removed the safetv-pin, 2 
introduces the rammer head, brings his hands to the sponge head, 
and forces the charge home in one motion, throwing in the weight of 
his body, both arms extended as far as possible so as to keep his body 
clear of the muzzle.* The charge is pressed home with one motion 
with as much force as possible. Directly the charge is home he 
springs the rammer by jerking it out with his right hand, and 
allowing the stave to slide through his hand; he then grasps 16 firmly 
in the middle with the right hand, and at the rammer bead with the 
left, both knees straight, steps back outside the wheel, first with his 
right foot, then with his left, and brings the right heel to the left; he 
brings the sponge stave to the slope, and the left hand to the side in 
the first motion of stepping back, and remains facing the gun. These 
movements should be frequently practised until the greatest precision 
and smartnoss are attained. | 

No. 3 doubles to the limber, receives the ammunition from 6, the 
cartridge in his right hand covered by the left arm, the projectile in 
his left hand, baeks of both hands down. He hands time shell to 
No. 5, and as soon as the sponge is withdrawn he places cartridgo, 
percussion sbell or case in the bore, removes safety-pin, taking care 
that the choked end of the cartridge is next the projectile, and that 
the seam does not come under the vent; he then returns to 6 for 
another round and halts at his own station. 

No. 4 steps in, places his left thumb on the vent, keeping his elbow 
raised and his fingers on the left side of the gun, when 2 has sprung 
the rammer, 4 places himself at onceat the end of the handspike, and 
stands ready to traverse. 

No. 5 receives time shell from ہق‎ bores the fuze, shows it to No. 
l, fixes it, loads time shell, uncaps or removes safety-pin when 1n tho 
bore. He then prepares a tube. 

No. 6 attends at the limber and issues ammunition. He fixes 
percussion fuses and loosens plugs of time shell. He should take 
care that the limber box is open as short a time as possible. 


lo Lay the Gun. 
Officer. | No. 1. 








Trail, rigħt. 
» eft). 
Halt. | 


a 


No. 1, looks over the sights, gives the necessary elevation with 
the elevating screw, and “ Trail right, or left” as required, then lowers 
the tangent scale. 

No. 4 traverses with the handspike as directed, taking care to 


eee 


* N.B.—The mark on the rammer flush with th 
charge is home. | the muzzle denotes when the 


(3618) 5 Š 
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move the gun little or much as indicated by No. l's right hand ag 
in silent drill. No. 4 should frequently be exercised in traversing, ` 

If no order to fire should be given, No. 1 gives “ Take post,” when 
the Nos. take post as detailed for * Action." | 


To Make Ready and Fire. 


Officer. No. 1. 
Fire No. — gun. No.— Ready. 
No.— Fire, 
Run up. 
Halt, 


No gun is ever to bo fired without the order of the No. 1. 

At ^ Fire No.—guu" No. 1 gives the number of his gun and 
" Ready” and steps clear of the wheel; 5 steps in and presses the 
tube into the vent with his right thumb; steps outside the wheel 
and stands faeing the front, holding tho lanyard tant with his lefi 
band, tho left elbow being bent so that the hand is level with tho 
vent, tho forearm across tho body. 

No. 2 steps to his left in lino with the axle. 

No. 4 steps smartly outside tho wheel. 

No.—" Pie." No. 5 slews his body smartly to the left, and 
thus fires the gun, he replaces tho lanyard under his belt, —— 

In the event of a miss-fire, No. 5 will go round to the front of 
the axletree on his own sido, and from there put in another tube, 
keeping clear of the muzzle, resuming the position of “ Ready,” 
No. 4 ufter the gun has been fired steps in and clears the vent. 

As socn as tho gun is fired No. 1 if necessary gives the order 
“Run up," Nos. 2,4 and 5 man the wheels, No. 1 lifting at the 
handspike. At “Halt” each number returns to his place. 


To Unload. 
Officer. No. 1. 


——— 





Unload. 


At drill as soon as tho gun is fired No. 1 gives “ Unload.” 

Nos. 2 and 5 man the wheels. 

Nos. 1 and 4, raise tho trail until the drill ammunition falls 
out. 
No. 3 takes back the ammunition to the limber. 

With service ammunition if it is required to remove a case shot or 
cartridge from the bore it is done as above. 

Common and Shrapnel nre as a rule not unloaded but should be 
fired off.* B E 





* When this is impracticable, shell may be unloaded by upending the trail, but 
this should not be done when it can be avoided, and then very carefully, and under 
the Commanding Officer's order. ` ah di did 

If a shell jams in the bore and cannot be rammed home or got out by lowering 
the muzzle, the cartridge must bo drowned, and the shell blown out by means of a 
small quantity of powder poured into the vent, جنر وس ور‎ 
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To Cease Firing. 
Officer. No. 1. 








Cease firing. Cease firing. 

“ Cease firing.”— At this command all guns fully loaded with shell 
are to be fired when the Commanding Officer orders.* Case shot or 
blank cartridge is to be unloaded as described in last paragraph. No, 
1 unships the handspike and buckles it on the trail, setting the scales 
at zero. 

No. 2 throws the sponge over to 4, ۱ | 

No. 3 gives the ammunition to 6 and falls into his place. 

No. 4 receives the sponge from 2, putting the rammer head 
through the iron loop, buckles the stave on the trail, and resumes his 
position outside the wheel. 

No. 5 replaces the lanyard in the tube pocket. 

No. 6 replaces ammunition; if shells have been prepared, he re- 
inserts the safety-pin, removes the fuzes, screws in plugs, and replaces 

., in the boxes. 

Bi" ہت‎ fuzes have been bored, they should be destroyed, as 
should any percussion fuzes the safety-pins of which cannot be re- 
d. | ۱ 
وہ‎ fast.—If the firing is only to be stopped for a timo 
* Stand fast” should be given, on which each number stands fast 
(but should the tube be in the vent it is to be removed). On the 
word “Go on,” the service of the gun is continued, or on “ Cease 

firing” the detachment proceeds as above. 


To Change Rounds in Action. 
Officer. No; 1. 





Change rounds, Change rounds. 
In changing rounds— 


No. 2 becomes No. 
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2 4 
4 9 
9 8 
8 7. 
» 7 1 » 6. 
6 3. 
3 1 
1 5 
2 
0 





7) 9 ۸ 7 
To Limber Up. 

Officer. No. 1. 
Front, limber up. Front, limber up. 
(Right) و‎ | (Light) n 
(Left) 5 (Left) و‎ 


(Rear) » 1 ( Rear) 5 
Å Halt, Umber up. 





* When this is impracticable, shell may be unloaded by upending the trail, but 
this should not be done when it can be avoided, and then very caref ully, and under 
the Commanding Officer's order. 

If a shell jams in the bore and cannot be rammed home or got out by, lowering 
the muzzle, the cartridge must be drowned, and the shell blown out by means of a 
small quantity of powder poured into the vent. 
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Limbering up may bo dono to the front, rear, right, or left. 

“ Front, limber up,”— The trail is lifted by 2 and 3 and carried 
round a half circle to tho right, and lowered gently to the ground, 
Nos. 4 and 5 man the wheels. As soon as the trail is round, Nos, 9 
and 3 get under cover between breech and wheels; No. lin front ہو‎ 
No, 2, 4 and 5 between the muzzle and wheels; 6 and 7 if present 
in front of 4 and 5; the whole with their backs to the axletree 
The limber comes up on the right of the gun, and when it is Square. 
No. 1 gives ' Halt, limber up,” 2 and 3 lift the trail and place it ۳ 
the hook; 4, and 5 man the wheels. No. 3 keys up and th 
whole forms the order of. march. ° 

“ Rear, limber up.”—The numbers get under cover as before, but 
the limber reverses to tho left as soon as it arrives at the trail which 
is not thrown round. “ Right, limber up,” is the same as Y Pint 
limber up,” except that tho trail is only carried round a Mic 
of a cirele. 0 

“ Left, limber up."— The trail is carried round a quarter circle lo 
tlie left, and the numbers get under cover as before, 


METHOD oF DRILLING RECRUITS. 


Gun in Action. 


Load. 

Commence— 

m ü No. l on the command, “ Load," and give detail of first para, of 
= p.20. Then say, “No, 1 only, Load,” 

Next— 

“ No. + on the command, “Load,” steps in, places his left thumb on 
tho vent, keeping his elbow raised and his fingers on the left side of 
the gun," after which, say “4# Load." 

Next— 

“No. 2 takes an oblique paco to the right with his right foots 
then an oblique pace to the left with his left,* then a side pace of 30 
inehes to his right, at. tho same time bringing the sponge stave 
horizontal, sponge head towards the gun*; he then enters the sponge 
hend into the bore,* shifts his left hand back under to the right, 
straightens right knee,* forces the sponge up the bore until his hand 
meet the face of the piece,* shifts his hands to the rammer head,* and 
forces the sponge hard home, bending over the left knee.* He then 
gives the sponge two half turns by first lowering his wrist and then 
mising it, at the same time pressing the sponge against the bottom 
of the bore.* He next draws the sponge out about half its length, at 
tho same time straightening the left knee, and bending over on his 
right,* then agnin bending over tho left Knee, and shifting his hands 
to the centre of the stave, he bends outwards, withdrawing the sponge,” 
and with tho left hand close to the head, turns the sponge, keeping 
the right hand fast, but turning the wrist, and throwing the sponge 
head upwards with the left hand, with which he seizes the stave at 
the rammer head.” Here say, ۰ Stand fast, 2.” 

*Notr.—This detail should be given with a distinct pause at 
each point marked by an asterisk, so as to admit of the recruit 
carrying out in successive motions the detail given; thus simplify- 
ing a lengthy detail. EN 


Next— | 

“6 on the command, “ Loui,” and give 6's deta for loading, 
then, “ 6, load." 

Next, No. 3; and give-— : 

“3 on the command, “Load” doubles to the limber,” &c.; and 
complete No. 3's detail; then give “ 3, Load." 

Here take up No. 5's detail, and give“ 5, Load." Now go back 
to No. 2, starting with :—When No. 3 or No. 5 has put in the 
charge, uncapped the fuze, or removed the safety-pin, 2 introduces 
the rammer head, brings his hands to the sponge head, and forces 
the charge home in one motion, throwing in the weight of his body, 
both arms extended as far as possible, so as to keep his body clear 
of the muzzle"—here give “Go on, 2." Then continne No. 2's 
duties thus :—' The charge is pressed home with one motion with as 
much force as possible. Directly the charge is home he springs the 
rammer by jerking it out with his right hand, and allowing the stave 
toslide through his hand,* he then grasps it firmly in the middle 
with the right hand, and at the rammer head with the left, both 
knees straight, steps back outside the wheel, first with his right foot,* 
then with his left,and brings the right heelto the left* ; he brings 
the sponge stave to the slope and the left hand to the side, in the first 
motion of stepping back, and remains facing the gun," and give “ Go 
on, No. 2." 

Vide above note. ۱ 

Finish up by giving remainder of No. £s detail :—“ When 2 has 
sprung the rammer, 4 places himself at once at the end of the hand- 
spike, and stands ready to traverse," “(o on, 4," and so on. 


DRILL BY SIGNALS. 


Well drilled detachments can be exercised with advantage by 
means of a signal from the No. 1, thus enforcing silence, and compell- 
ing the Nos. to fix their attention on their own No. 1. The only com- 
mands necessary from the No. 1, are that of ‘‘— (shell), * Load," 
and “No. — Fire,” 


'To Load. 
No. 1. 


— ü fina P Mo, 1 gives the order and all Nos. proceed as 
with ordinary drill. 


To Lay the Gun. 


“Trail right,” or '*left."—No. 1 motions with the right hand in 
the required direction,the arm well back. . 
“Halt” —No. 1 drops the arm. 


To Make Ready and Fire. 


“ Ready." —No. 1 holds the left hand out in line with the shoulder, 
“ PFire."—No. 1 gives the order. 

“ Run up." —No. 1 runs to the trail. 

“ Halt."—No. 1 holds up the left hand, 
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To Unload. 
» No. 1 holds up the right hand. 


To Cease Firing. 
No. 1 unships the handspike. 


INSTRUCTIONS FOR THE Hasty DISABLEMENT OF FIELD 
GUNS. 
The hasty disablement of field guns will be carried out b 
Royal Horse Artillery. nds 
stores Required. 
The following stores will be carried by each battery of Royal Horse 
Artillery :— 
guncotton alnbs, 1—3 slab .. 


z ee Ld ^s 12 
Boxes  .. | stores, disabling ordnance, ۰ 7 se e d 
Lvesuvian matches — ,. vs ۳ wie 8.6 " 4 
detonator for 4f T ۳ (à "S = - «a Ü 
Cams .. guncotton slabst T T T .. .. T e Ê 
: detonator, No. 8, for 4 " g - 7 š s $ 
Cylinders quc primer, dry, 14 in. x 14 in., for 4 s. , .. $ 
Detonators, No. 8 se ee ae ۰۰ ee ee ġa e ee 12 
dry, primers, 1 perforation, 1 in. x 1} in. es T . 9 
Guncotton wet, slabs, 2 ی ی‎ 6 in. x 6} in. x Hin. f e € 6 
Pouches, match-boxf. ۰ .. .. ee oe ee .. 44 ae 8 
Rectiflers, guncotton primers 7 ۹ T - m "T 3 $ 
Twine, choking, 3-thread و‎ .. T T T és se pieces 3 
* Copper tinned. t Leather. t In half slabs, 1 perforation in cach, 


These stores will only be issued in timeof war. The guncotton and 
detonators will be carried by the Ammunition Reserve Column till 
activo operations are impending: and, when required in the field, the 
supply of guncotton (both slabs and primers) will be replenished from 
the Royal Engineer Field Park. 

The stores will be carried by horse-holders of Nos. 1, 3, and 5 sub. 
divisions, ono set in each subdivision, as follows :— 

The cases for guncotton slabs—one in front of each wallet, 
fastened by a strap going round tho wallets, passing through 
tho staple, and then through two loops attached to the ends 
of tho guncotton cases. 

(Tho slabs can be withdrawn without removing the sheepskin). 

The case, leather, containing the detonators and primers—under 
tho picket peg in rear of tho valise, the top opening on the 
near side, the sheepskin covering the whole, 

The pouch, leather, for vesuvian matches, and twist of twine—on 
tho waist-belt. 
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INSTRUCTIONS FOR CARRYING OUT THE OPERATIONS. $ 


Insert a detonator into a drv primer. 
, On no account should a detonator be twisted or roughly forced into a 
rimer. 
J Insert the dry primer fitted with detonator into the perforation 
in the slab, pushing it gently in until the hole in the slab is quite filled 
by it. 

i Tie a piece of twine round the detonator, pass the ends round the 
Blab, and then tie them together; the object being to prevent the 
primer slipping out of the slab. 

Place the slab lengthways on the chase, about a foot from the 
muzzle. Tieit on tightly with twine to preventit slipping from wind 
or other disturbing cause. 

The exact position must depend on the form of the gun. The 
great thing is to have as much of the surface of the cotton in actual 
contact with the gun as possible. Hence the slab should not ride 
on an astragal or moulding, but should always be placed on a plain 
part of the chase. ۱ 

Observe the direction of the wind, and arrange the slab so that tho 
tail of the safety fuze is away from the slab and to leeward of it. This 
is to lessen the chance of a spark igniting the cotton before the 
detonator is fired, in which case, in all probability, no effect whatever 
would be produced on the gun. | f 

If projectiles belonging to the gun are available, and time allows 
it is advisable to ram one up the bore; so that when the gun is dented 
by the explosion it may be imprisoned there and prevent the gun trom 
being used even to fire a bag of bullets. 

Tear or cut the little calico cap off the end of the safety-fuze and 
ignite the fuze by the apparatus provided, or other convenient means. 
An ordinary flame does not readily ignite it. The fuze ignites most 
easily when cut obliquely with a sharp knife. 

Retire to a safe distance (say 50 yards) and await the explosion. 
The length of safety-fuze will burn about 45 seconds. 

Should circumstances permit, the effect of the detonation will be 
increased by placing a filled sand-bag or a sod of turf on the guncotton, 
when lashed in position on the chase. Great care should be taken in 
this operation not to strike or bend the detonator. 

It is also advisable, after the explosion, to try if the gun is so 
dented as to prevent loading. If the dent is not sufficient, the 
operation should be repeated, putting the fresh slabs in the same place 


as the first. | 
Caution. 


Never roughly bend or kink the safety fuze. If it has apparently 
gone out without firing the detonator, allow at least half-an-hour to 
elapse before meddling with it, if time will admit, but if not the 
greatest care must be taken in touching it, to avoid accident by a 


“ hang-fire." 


* NorE.—The above instructions have been prepared with special reference to 
the disablement or destruction of muzzle-loading guns. Breech-loading guns can 
generally be temporarily disabled by the removal or destruction of portions of the 
breech apparatus. In destroying such guns, or rendering them permanently dis- 
abled, oilicers will, while being guided generally by these instructions, use their 
discretion as,to the application of the charges in such positions as may appear 
most suitable, according to the particular construction of the gun to be operated 
upon. 
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Instructions FOR UsING WATKIN'S CLINOMETER, 


To read the angle marked on the drum.—Tho brass drum is marked 
in degrees, commencing at 0° on tho top to 45° at the bottom. Each 
degree is sub-divided into 12 parts, cach small division, therefore 
represents angles of 5 minutes. i 

The scale is read from right to left, thus— 





7 ð À 

R, 

^ £ ká m : 

the reading opposite the arrow wonld indjcato ah angle of 2? 25', 
; a 3 EE: 


To lay a qun for elevation. Unscrew thé drum until Y points to 


the elevation required, place tha'clinomieter on tho brecch, or against 
the muzzle, thus— tu 254 g 





Fs. I. 





and elevate the piece until the bubble of the spirit-level is in the 
centre of the tube. 


For angles of depression.—Proceed as above, but reverse the 
direction of the instrument, thus— 


Fic. II. 
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Fuze PERCUSSION ٦.7 Marx Ill. 
FULL Size. 


Plate VIII. 


` 


PACKING. 


LIMBER, MARK II. 
On footbourd. 


Kicking straps. 
] swingletree. 
1 bill hook, under. 
Orr Box. 


1 picket rope, 


Under footboard, 
1 felling axe. 
CENTRE Box. 


1 pair drag ropes. 
1 half round tin grease 
box, 3 1b., under. 
NEAR Box. 


1 lifting jack. ` 


Two swords in front of boxes. 


6 Shrapnel shells. 

























S perca fuzes. 





6 Shrapnel shells. 











^ g ° . = n 
= Ë = Ë 16 perc? fuzes. #2 ۲ = 
Å : oes 18 filled oS ہو‎ 34 Ë E On top of lid 
Wi bed tð i: EE cartridges in 238 EFE 18 filled a le ; Mrd 
1 blanket. grea p vei اہ‎ | 6peretuzes. | |g = 2 cartridges in S |# 1 blanket. 
1 corn sack. ase ی‎ poras aS کے‎ aġġ cartouche. & [£* 1 corn sack. 
3 waterproof EAS lis d et sú p =e SI 120 15-secs. wood) |Ë ۶ 5 B |^ 2 waterproof 
covers. aan Mn una v time fuzes. ae p covers, 
X — Tm 
2 a 100 friction = 
tubes. R 
2 Shrapnel sheils, 2 Shrapnel shells. 
4 common shells. l lanyard. 4 common shells. 
س‎ N 
Knapsack. Knapsack. 
] camp kettle, under. ] pickaxe, under. 2 leather buckets, under. 
On inside of lid. On inside of lid. — ۱ 
1 key, iron, plug, G.S. 1 hook borer with cylinder and 6 bit 
Drag shoe. 
WAGON BODY, MARK II. 
On inside of lid, EE 
1 spare wheel. شم‎ X 
2 couples, trace. 1 water carriage brush, under footboard. ie 8 ا‎ 
Knapsack and sword. Knapsack and sword. ET ا‎ 
1 j > : 
6 Shrapnel shells, 6 Shrapnel shells. y سی‎ ied x tex 
a, ce 
e o eo ° k ú ES 
۹2 ú Ë 28 x Ë ë P x 
à — š جح‎ emt, سس‎ 3 ë — 3 * Kor T ۱ 
On top of lid 2 uz 255 EP Ss 01٦00 ۳ا٤‎ `. 
- aor z QT < o^ ۵ و‎ 2 of bo eu 
nj Loz. S£ 18 filled 232 کے ہے‎ Š 18 filled ZSE f bor. ات‎ 
1 blanket. 2591 cartridgesin [257 ۶ ۶ | cartridgesin 1577 1 blanket. 
5 waterproof , {202 cartouche. Soe TIE cartouche. Dos 9 waterproof 
covers, 3 [i25 2a Š EON ES OVER 
2 دح‎ Z ما‎ = Z= = ان‎ ws we 
P [20 o o c 
v — ve سم سے‎ 
e; 
م2‎ 2 Shrapnel shells. 2 Shrapnel shells. x 
qa 4 common shells, 4 common shells, £ 
E 3 
= TE SL $ d 
` 1 camp kettle, under. 4 reaping hooks. 1 camp kettle, under. ° 
g 2 
5 6 Shrapnel shells. 6 Shrapnel shells, = 
s| 1 skein Hambro' line, under. 1 1b. slow match, under, 2 
EX Å 
"3. ^ " "m 
à p zs b 2 š % gt = 
Ontopoflid Be 2555 er 23 25 : ħ 
of box. sajog 13 fled [225 "dc 18 filled ma On top of lid 
Jblanket. mml وع‎ Sl] cartridgesin 1835 e= cartridgesin [242 of box. 
5 waterproof sn =Í cartouche, 123? 3E cartouche, eS 1 blanket. 
covers, مع‎ E S 3 ° ë = 5 waterproof 
ans Ë 235 2 ae covers, 
“is B ma.” s روہ‎ 






2 Shrapnel and 4 common shells.] . 
1 linchpin, ! drag washer, 
l skein of marline, under. 


Knapsack and sword. 
Box, under, containing 1 drill cartridge.t 


2 Shrapnel and 4 common shells. 
4 skein Hambro' line, under. 





Knapsack and sword, 
23 Ib. grease in two tin magazine boxes, under. 
Maul, under. 


Shafts, spare, under—near, with Nos, ] and 5 wagons; off, with Nos. 2 and 6 wagons. 


On inside of lid. 
2 portfires. 
1 portfire clipper. 
1 screwdriver. 
1 pair scissors, 


On inside of lid, 
] drift, wood. 
2 portfires. 
1 holdall, with 2 needles and 
2 oz. silk. 


1 funnel, leather, 1 knife. 


Weight, without personal equipment, about 40 cwt. 0 qrs, 2 ]b. 


—wasar ars arrartrqarrasmaraus_wwT ————Ó——A—— —————99————— ———A——————————————A———————————————JRUÓES::""" ^ "eiámgr 'rd]n7À"püdÉ M — 


t Batteries of B. H. A. having only 2 wagons will carry three drill cartridges in this box, and 1 dummy friction tube, under each 


When in constant use for drill purposes the dummy friction tubes may be carried in the box 


side tray of the off fore ammunition box. 
with the cartridges. 


DIAGRAM OF 


2 mallets, 


LIMBER, MARK II. 
On footboard. 
Traces for breast harness. 
Under footboard, 
1 felling axe. 
CENTRE Box. 
Two swords and two carbines ۶ in front of boxes, 


] pair drag ropes. Short traces. Hames.§ 


half round tin grease 
box, 3 lb., under. 
NEAR Box. 


1 swingletree. 
1 billhcok, under. 
Orr Box, 






























2 spikes. 


cartridge. 


0 
a 


6 Shrapnel shells. 8 perc» fuzes. 6 Shrapnel shells. 
v eo 
ai Ë ae 16 perc" fuzes. | f2 B 2 
۲ - ie filled DEn بو ده و‎ ° š 
On top of lid zug 18 1 ' ALS Eco 0 
i 4 l-83 اا‎ “35 = S 18 filled 2 E Met 
1 blanket. A Bldg ۱ id 829) | 16 perc fuzes. | [2*7 cartridges in E 1 blanket. 
3 waterproof FE complete E£5| 120 15-secs. wood} جا‎ 3 " 2 waterproof 
covers, ی : * ل‎ = time fuzes. ۵ پم‎ 7 covers, 
o 76 100 triction “= iċ 
tubes. 
2 Shrapnel shells. A 7 2 Shrapnel shells, 
4 common shells, 1 clinometer. 4 common shells. 
gq a j 
Knapsack. 1 pickaxe, under. Knapsack. 
1 camp kettle, under. 2 leather buckets, under. 
On inside of lid. On inàide of lid 
1 key, iron, plug, G.S. d 1 hook-borer with cylinder and 6 bits, 
= 
= 
GUN CARRIAGE, MARK ۰ 
^ | 
= a 
= 2 = -* V 
a Oto. ۵ 
š ےجا‎ 
- BIAS - 
M ais 2 = 
٠ "2 = $ G 
اہ‎ EE 
. 12.85 7 
^ » 4 نے کے‎ B Ë ° 
3 3 کے تاو‎ £ 
5 a Eee 
= ane = 
o joe 
=a A 
۳ 
2 
سم‎ 
2 
z 
Pa ' 
r OFF AXLETBEE Box. 
NEAR AXLETREE Box. a Drag-shoe, under. 
2 PE = D a ÈO 
Collar point. Se z E EES 
= M تم‎ 
04 top of lid = 8 | għ S = Š On top of lid 
of box, 2 case shot.) Eo E of Lor. 
۳۳ 2 3 
1 blanket. B z 3 ase 1 blanket 
1 tin box, with f 2 couples — v x = š 1 tin box, with 
zs 


cartridge. 





On inside of lid, 
1 fuze extractor. 
tl tangent scale, 122. 


] wadhook worm, under. 


On inside of lid. 
l tampeon, with lanyard. 


1 short tangent scale, H each per 

spare. ivisic 

y long ào. division, 

1 spring spike. 

1 spanner-box fore- 
sight. 


MARK I. Manag II. 


; ۲ cwe. qr. lb. cwt. qr. Ib. 
Weight, without personal equipment .... ہہ‎ iu ا‎ D. ہے‎ ð OS 29 3 3 7 


NI 
* With No. 1 gun. ` f When not in use in gun, f This box is fitted to carry 2 shells if required. 
$ One pair on Nos. 1, 3, and 5 gun limbers. : 
$ M.H. carbines are carried in leather cases attached to the boxes. | 
** ] per division with Nos. 1, 3, and 5 limbers. 


NOTE.—A little oakum may be used with advantage to prevent the movement of time fuze cylinders in ammunition and centre boxes, and case shot in axletree boxes. 
An empty common shell, for drill purposes, should be carried in each gun limber. The powder from the shell to be wetted and destroyed. 
The packing of the gun and wagon limbers is made nearly identical, to facilitate the supply of ammunition in action by replacing one by the other. ۱ 
Valises are carried on top of the ammunition boxes attached to the guard-irons of horse and field batteries; in the latter none are carried on the boxes of the limber. 
Waterproof covers are issued additional for camp equipment and for batteries on a war establishment. 


Knapsacks are not carried by R. V. A. 


Compartment A. Bottom .of Limber Box. 









Canltles, sítddle. == =~ 7. Linen, old lbs. PE Jrar, bees 
Cute, COOK ہے ے ے‎ nm 7 Oll, Linsecd mes. e black 
Cord, whip lbs. 7 Straps, web nosebug 7 Web, dinper ĦA 
Chapes, nosebag 5 Thread. collar OZ. 72  ,, ی‎ A 
Flour es. 4 rough, tnagage 7 W eb, blue worsted. yds. 
Ink, marking pes. f Twine, quilting bs. 7 
Compartment B. Bottom of Limber Box. 
rs, saddle drivers 2. Straps, 1 wide x 36° 2. Straps, 7 wide x70 
n وو‎ luggage 2 F و۶۶‎ x FO 4 وو‎ M» 1 28" í 
Zenthers. "hand 4 وو و و‎ x 25 6 و و‎ V2 33 x 9 
Sireps, a wide rh? 2 وو وھ‎ x 26" 6 . وو وو‎ . x 7 1 
= ہر‎ alá 2 RÀ as x G Ties, linch pin 30 
ER. 7E ” x $0 Z 23 ور‎ x 18" T 
a 7 g ` 16 "m m XIX WA 
Compartment C. Bottom of Limber Box. 
Bosses, brass, biż 3. Buckles, for numnah Zy 2. Serews, brass, fine Je 
A PA crupper, ےی‎ Burrs, Brass 7 strong 7 
hea soar J 2 اا‎ trace 2 tron Se 
Buckles brass, single 2n ouples, , 2 Staples, saddi 
7 Ú T roller 141 Dees, iron, saddlery 7 på من - ا‎ 
= » . 42.4 s». #ATNESS 6 » crupper 
W 7 Key, spring lock and front 7 
>g 9 ,* P , 
» E وو‎ Ż1 هر‎ 7 gy, valise and wallet 7 
7 7 o, 87 Vatls, brass 7 Washers 
A iron, barred 74.2 Pins, cuntle, brass 7 Wick, cotton VAS. 
وو‎ » m 7.3 ates, eritjiper 7 Wire, copper, 17 WO opti 
já 5$ (s W 7 " e withrings/  ,, M E 
2 w Single 2£ 2 `. top 7 و‎ 7 , hard 4 
< sa š; P ج7‎ w ` with dees, drivers 3 $š iron 7 » Soft 
$9 77 2 12 6 ?* ,* .. luggage 45S os 2 ó 9? I” < 
, » 1 % 4 1. Jor dees _ „ s - 7 ,, hard 7% 
" " 2 p, . gy Universal 7 ix sw . : 
E ور‎ stirrup 14 2 Rivets, iron A: ss is KI سب‎ 
3 », nosebag 142 . copper, long Z Rings, brass pi 
n š; R A3 short 7 R ; tos 1% 
' Squares, hend collar £ ? 


Compartment D. Bottom of Limber Box. 


Borux oz. 1. Rings, iron 4. Thread, fine lbs. 7.8% 
F سر‎ 2 Rivets. copper, long 70 P coarse دږ‎ 
ا‎ D S er 2 me P es led, 

"ye e uds G Spelter, rss, fs whited, broy 
Nails, tron tack lbs. 7 ۲ 7 P TS 
Paper, glass, sheets Z Thongs, lacing 7 

On Top of Cover Board of Limber Box. 

Bars, saddle, universal 2, Hair, horse lbs. — T. Pin, linch 
Cordage, while, fathoms L Linen, old cleaning lbs. 75 Seuls, saddle 
Covers, canvas E Lock, ped with key 7 Serge, LOin, . yds. 


flaps, saddle, pairs $ Vumnah c uHings lbs. 5 Washer, drag 


Compartment E. Wagon Body. 


Basils, brown strained 1⁄2, Aides, collar 
وو‎ unstrained 12 ki heavy bores, pairs GO. 
Felloes, wheel i bag or cloak 3⁄ Soqp, hard lbs. 3/2 
Sft, 2nd class €  ,, bellies of 7% Spokes, wheel 


Z+ Shoes, horse, in 2 


If? Lin, 2nd رر‎ 2 ies light ó/? 2nd class 72 
Hides, white horse E » shoulders of £ Sft kin 
» bridle 4 Timber for bores, pieces 7 


Tools, farriers in bag 


Compartment F. Wagon Body. 


Arches, saddle, front 3. 


i (round 76, 7 diam Z. Rings, ħandspike 
` Mind i 2 76 36 £ Screws, limber hook 

Cordage. tarred% fata s 56 S „ 46x Z Shoe, drag 

$, iron, turnbuckle 4 3 مہ‎ JO 7 handspike 
Hie rm collar, back FI , Oe 7 Noles, steel, drag shoe 
Hoops, c opp fs /80K GJ1 SO š . 9 2 Spindle, elevating seren 

rag shoe 6 » $2 / staples, shaft L 
= سب زج‎ 7 L4 Jos. 72835 1 934 2 Steel, atlas 1617, مہو‎ 7 
$ lange 325 3. "ead z p dre 15.8 2 „ cast, oval 76% 
= | pat a 29, limber haok 2 Steels, moveable, 3 6 
x l Loops, من‎ rt 2 ja 
5 plate 7 i a ae spon 7 Tackle , łu 
= j IEG ور تار‎ $ Plates, camp p e 2 Iron bólt 234. 2E fati jos, ۸7 
Compartment G. Wagon Body. 
i Stationery in. Bor. 


r Mark T. , 
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Store Wacon AND ١ R.À.MARK I. 
PACKED FOR 9 P? R.A x 
WAR ESTABLISHMENT. $ 


LIMBER 


E | راف ود‎ axe . under . 
= 1Grease tan. 3 و1‎ under .1 area 0 DES . 





1 Shovel . 


4 Blankets . 1Pickace under. 2 Water: backets, under. 
1 Corre sack. ervtop of bow . : 
2 Water proof covers | 


0+007 x 
WAGON BODY. | . 


Pretender. 2 Picket posts \under. 


| 

2 Chests of colarmatscers tcola.( orv top.) | 1 

E. | 

2, boards. ۱ 
رر‎ ep. 


under. 

— 
8 

osts, under 


mrp S tool . 









E 

2 Picketinug ropes. oru top. 1 
i 2 Lanterns with š 
bottle of oil in bec, [Tv EP ` R 


Lor. 4 Picket, posts. ander. Bæ under. 
A under. J Conp Kettle.under. 1 Carp Kettle under. 


2ficket posts, under. Tielet post, 











Compartment A. Bottom of Limber Box. 


Dubbing ن‎ lbs. — 7f.* ۱ iba, 
Oil. sweet or rape, pts. 40. Paint prepr, lamp black ۲ 
a. c MOM وو‎ 42. Soup, soft-—————— Dbl JA 50 
ید‎ HUNG OO LL سوہ‎ Fis Z ۴67927299 ONE em p] < F B 


Compartment B. Bottom of Limber Box. 


olt, shaft, near, with key and chain.------------------ Z 
(ips, CEUTIRG, ele nti JOVEM. سے عبت تب سورس سے مت سم‎ sss 7 ۲ 
thain, iron, 77 ZO. DISP سے اہ‎ misti itr duni UE ee z£ 


í of, MELA ip TOPE FOI OE Zee u u u uu u. U. U LU uU... 7 
ں5 1111 ,6666 82888 رت‎ A DES Lee £ 


<, 


ea: Dinton, Jor 0060394007 aaa eren for. $ 
s tron, spring lock. سے ہے ہے‎ AI 2 


WEM بس سی تب ے ہب کات ہے زد‎ a ee 1 
ss with chains, platform board mari و ہو ےو‎ in سار بد‎ emm 
Polar. staple, Single وی کے‎ Tu s RR Im Hcet t e وت‎ 
0 P, ` L وب راوید ودوج مہو ال هی ےی مر ورد‎ 7 
Staples, iron, lashing, riveting. ___.--_----~-~---------+ 70 
z ہر‎ SOURE CTOWNCE, VOV = emt mm JS 
a5 ۳ "m ٹیر مر یتہر سر می .ھ2‎ — 
92 CLF OPI COI aa تست خی سس‎ ata nase 3 
Turnbueckles, ۶ء‎ 277770 DOR. Ll ci eee سو‎ l ے4 سم سے سے‎ 
۹ under wagon, and A and S wagon... lll PA 

21 JOD رت‎ ao 4 
Hasher, dag, Hg CURES Loue mms ae seh ah et ata eoe سا سیت‎ maa 7 
Wire, copper, dO M ےڑا‎ ia - feet ____60 


25 


. Compartment C. Small Tray. 
Couples, irace. Lin min 29. Lock, pud, with key - nn Z 
Key, lock with pocket L-1. Wick, cotton E í 2 


Compartment D. Wagon Body. 


Chest of smiths tools, and part set Tinmans 
وو‎ Wheeler jitters tools 


1 
Aprons, leather. nc. ót Sponge cloths سس ہے نز‎ - 
Hand books Artificers-———2. Vice portable... Les 4 
Handle, hummer, sledge 7. Wedges, ¿iron LL _ ~o 
Bolts Borar—1rons branding—Nails—Rivets 

Resin —Sal-ammoniac—Solder—Stone rub — 

Stamps—Screws, and Spelter./ 

Compartment E. Wagon Body. 

WF, MEAT دو‎ EMP LL LL ساد سس ےی سے ہے‎ i مم‎ a E E 
Forge, field, with poker and slice n nn md manu 7 
GrtHdelone EN 09009090000 پوپ‎ hh es mmm mette سم مھا‎ im 7 
Hamme? 0ر ری‎ 29 i tmm emt 7 


* 121bs. for l6 pr. 15 ibs. for R.H.A. — tġib for R.H.A. 
t 6 for R.H A, | 


| 
| 


N e 


| 
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Force WAGON AND LIMBER.R.A Manx II. 
PACKED FOR 9 PR AND I6 PR 


WAR ESTABLISHMENT. 
LIMBER. Ë E 


P Serie. Š 
Parc a ea. ng axe under, 
` Grease Uru, a WB ر‎ buckets under. 





= رو‎ a shoe . 
WAGO BODY. 
. / : . 8 
47 J block 
Bar under. 2 Picket posts \ under , Box .under 


š Veterinary stores. in valise . 
lO fire, ۳ 
°: nan din" 


E. 





1Pukd post. under. 1 Picket post. 


š | R£Lanterns with 
i bottle of oil in bacc ۶۰ہ‎ 
کے رر تہ‎ 
ai Bow under 4 Picket posta . under. Box under. 
1 Maul under. (Camp kettles . under. 


